


Franska rotisserier




() Gas wall of flames

(seduction Rotisseries ® Narrow series

Finish with enamelled front panels * @ @
Indoor use only

e 2 colours Red and Black (other colours under request).
e Finishing stainless steel or brass trim.
e Delivered with glass door, spits with claws and vertical spit with 4 hooks
+ 3 leg of lamb spits + 3 quail spits, 3 hooks and 1 plate with 4 hooks.
o Capacity per spit : 4 chickens of + 1,2 kg.
¢ Adjustment of the spits dephts allowing the roasting of different sizes of meat.

. | e
* One motor per spit. =
¢ Length with opened glass door : + 207 mm. -
¢ Halogen lamp 300 watts. *
e Electronic ignition and automatic regulation. - =i, iy -
e Entirely stainless steel made. | 'i'-' ;
* Pressure regulator set not provided. ‘ “ ;"
e Heating zone : 612 m e —
o Power supply 230 Volts 50Hz single phase.
* Less-value for stainless steel version ITMR50
Photos are for guidance onl
Glass door . . .
MODELS included Recommendations and installation : see pages 30-31
Number of spits Drip tray LxDxHmm kW kg Ref.
2 + 1 for vertical cooking 0 1125 x 745 x 1020 11 135  ITMR30
4 + 1 for vertical cooking 1 1125 x 745 x 1470 22 210 ITMR50
6 + 1 for vertical cooking 2 1125 x 745 x 1920 33 295  ITMR70
4 CASTORS ALONE Ref.
@ 125 mm height 165 mm (2 with brakes) SEITRS
, -
H ITPMER244
UNDERFRAME ON CASTORS LxDxHmm Ref.
— Height 440 mm 1123 x 665 x 440 ITPMER244
Height 900 mm with an unspitting drawer + 1 tray 1123 x 735 x 900 ITPMER290T
ITPMER290T
i STAINLESS STEEL CABINET WITH 2 DOORS ON CASTORS LxDxHmm
Height 900 mm with an unspitting drawer + 1 tray 1123 x 725 x 900 ITPMER390T
ITPMER390T
(see details pages 22-23) —
Designation Useful length mm Ref.
- e, Simple spit with claws 700 ENITRBME
e Sword spit 700 ITRBPME
~ o Spit for roast 685 ITRBHME
. __ Universal basket spit 685 ITRBUME
= Spit for suckling pigs @ 200 660 ITRBCOME
E—) Leg of lamb spit SEITM625
I — Quail spits SEITM640
0 Spit for chitterlings 3080ITM645
' Plate with 4 hooks SEITM623
—4] ="
" S " hook 3080ITM630
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() Gas wall of flames

(Seduction Rotisseries ¢ Large series

Finish with enamelled front panels * O .
Indoor use only
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e 2 colours Red and Black (other colours under request).
e Finishing stainless steel or brass trim.
e Delivered with glass door, spits with claws and vertical spit with 6 hooks
+ 3 leg of lamb spits + 3 quail spits, 3 hooks and 1 plate with 4 hooks.
e Capacity per spit : 6 chickens of + 1,2 kg.
¢ Adjustment of the spits dephts allowing the roasting of different sizes of meat.
e One motor per spit.
e Length with opened glass door : + 207 mm.
¢ Halogen lamp 300 watts.
e Electronic ignition and automatic regulation.
e Entirely stainless steel made.
e Pressure regulator set not provided.
e Heating zone : 1012 m
e Power supply 230 Volts 50Hz single phase. | ITMR51 + ITPMLR244

* Less-value for stainless steel version

Glass door . . ,
MODELS included Recommendations and installation : see pages 30-31
Number of spits Drip tray LxDxHmm kW kg Ref.
2 + 1 for vertical cooking 0 1465 x 745 x 1020 15 165  ITMR31
4 + 1 for vertical cooking 1 1465 x 745 x 1470 30 260  ITMR51
6 + 1 for vertical cooking 2 1465 x 745 x 1920 45 355  ITMRT
OPTIONS
4 CASTORS ALONE Ref.
@ 125 mm height 165 mm (2 with brakes) SEITRS
-';&
ITPMLR244
UNDERFRAME ON CASTORS LxDxHmm Ref.
- Height 440 mm 1463 x 665 x 440 ITPMLR244
Height 900 mm with an unspitting drawer + 1 tray 1463 x 735 x 900 ITPMLR290T
ITPMLR290T
STAINLESS STEEL CABINET WITH 2 DOORS ON CASTORS LxDxHmm Ref.
Height 900 mm with an unspitting drawer + 1 tray 1463 x 725 x 900 ITPMLR390T
ITPMLR390T
ACCESSORIES
(see details pages 22-23) —
Designation Useful length mm Ref.
—= Py Simple spit with claws 1040 ENITRBML
—— Sword spit 1040 ITRBPM
— e Spit for roast 1025 ITRBHM
- Universal basket spit 1025 ITRBUM
———t Spit for suckling pigs @ 200 1000 ITRBCOM
——— Leg of lamb spit SEITM625
——— Quail spits SEITM640
i i Spit for chitterlings 3080ITM645
o T Plate with 4 hooks SEITM623
0T wgvhook 3080ITM630

—96 -



() Gas wall of flames

(Mini Seduction Rotisseries
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In stainless steel
Finishing stainless steel or brass trim

Indoor use only

WALL OF FLAMES

e Delivered with spits with claws.

o Capacity per spit : 3 chickens of = 1,2 kg.

¢ Adjustment of the spits dephts allowing the roasting
of different sizes of meat.

e One motor per spit.

e Electric spark ignition.

e Entirely stainless steel made.

e Pressure regulator set not provided. Photos are for guidance only

e Power supply 230 Volts 50Hz single phase.

* Option to be mentionned at the order: vertical spit
with motorization.

MODELS Recommendations and installation : see pages 30-31
. Number of spits LxDxHmm kW kg Ref.
2 horizontal spits - Finishing brass trim 870x530x 722 8 80 ITN2
2 horizontal spits - Finishing stainless steel 870 x 530 x 722 8 80 ITN2S
OPTIONS
i STAINLESS STEEL CABINET WITH 2 DOORS ON CASTORS LxDxHmm
!I -E 1 Height 900 mm * 870 x 595 x 900 ITPN390

* cabinet can house gas supply cylinders

ACCESSORIES
(see details pages
22-23) Designation Useful length mm Ref.
. — Universal basket spit 480 ITRBUN
\ Vel:tical spit yvitl] 3 hooks and.motorization + 1leg of lamb ENITN43BY
X spit + 1 quail spit + 1 plate with 4 hooks + 3 " S " hooks
—— Leg of lamb spit SEITM625
= Quail spits SEITM640
o Plate with 4 hooks SEITM623
» " S " hook 3080ITM630

For installations with propane gas, we advise you to add the spareparts (gas connexions, links ...), page 29.
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() Gas wall of flames

(Mini Seduction Rotisseries

Finish with enamelled front panels
Finishing stainless steel or brass trim

Indoor use only

e 2 colours : red or black.

e Delivered with spits with claws.

o Capacity per spit : 3 chickens of + 1,2 kg.

o Adjustment of the spits dephts allowing the roasting
of different sizes of meat.

e One motor per spit.

e Electric spark ignition.

o Entirely stainless steel made.

o Pressure regulator set not provided.

e Power supply 230 Volts 50Hz single phase.

e Option to be mentionned at the order: vertical spit
with motorization.

ITNR2 + ITPNR390
hotos are for guidance only,

MODELS Recommendations and installation : see pages 30-31

Number of spits

2 horizontal spits - Finishing brass trim 870 x 530 x 722 8 80 ITNR2

OPTIONS

STAINLESS STEEL CABINET WITH 2 DOORS ON CASTORS

Height 900 mm * 870 x 595 x 900 ITPNR390

* cabinet can house gas supply cylinders

ACCESSORIES
(see details pages
22-23) Designation Useful length mm Ref.
. — Universal basket spit 480 ITRBUN
\ Ve.rtical spit.wit!m 3 hooks anq motorization + 1 leg of lamb ENITN43BV
. spit + 1 quail spit + 1 plate with 4 hooks + 3 " S " hooks
—— Leg of lamb spit SEITM625
= Quail spits SEITM640
[ Plate with 4 hooks SEITM623
! " S " hook 3080ITM630

For installations with propane gas, we advise you to add the spareparts (gas connexions, links ...), page 29.
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() Gas wall of flames

(Legend Rotisseries ® Narrow series

Finish with enamelled front panels * @ @
Indoor and outdoor use

e 2 colours Red and Black (other colours under request).

e Finishing stainless steel or brass trim.

e Delivered with glass door and spits with claws.

e Capacity per spit : 4 chickens of + 1,2 kg.

¢ Adjustment of the spits dephts allowing the roasting of different sizes of meat.
e One motor per spit.

¢ Halogen lamp 300 watts.

e Electric spark ignition. l
e Entirely stainless steel made. -
¢ Option to be mentionned at the order: vertical spit with motorization.
e Pressure regulator set not provided.

e Heating zone : 612 mm

e Power supply 230 Volts 50Hz single phase.

* Less-value for stainless steel version CITLIMO + ITPLER275T) I ?r

Photos are for guidance only

MODELS (m—) Recommendations and installation : see pages 30-31
- Number of spits LxDxHmm kW ] Ref.
L 4 1100 x 750 x 1120 22 140 ITLR40
- 6 1100 x 750 x 1570 33 211 ITLR60
h 8 1100 x 750 x 2020 44 281 ITLR80
5 v
OPTIONS
i -? Designation Ref.
REMOVABLE FLAT TOP ITLEE
4 CASTORS ALONE - @ 125 mm height 165 mm (2 with brakes) SEITRS
m‘@ UNSPITTING TRAY ON RUNNERS - for underframe all heights ITPLEBD
1 ¥ SPACE FOR GAS CYLINDERS - for underframe height 750 mm ITPLESB
UNDERFRAME ON CASTORS LxDxHmm Ref.
Height 400 mm 993 x 755 x 400 ITPLER240
iTPLER275T ) | Height 750 mm with an unspitting drawer + 1 tray 993 x 825 x 750 ITPLER275T
ACCESSORIES
(see dze;c:jgsa)pages Designation Useful length mm Ref.
Intermediary drip tray SEITL185
| Simple spit with claws 700 ENITRBLE
— Sword spit 700 ITRBPLE
For installations ~ 0w Spit for roast 620 ITRBHLE
with propane gas, |~ —— Universal basket spit 620 ITRBULE
we advise you to etk ] Spit for potatoes 620 ITRBQLE
add the spareparts \ Vertical spit with 4 hooks and motorization + 3 leg of lamb
(gas connexions, spits + 3 quail spits + 1 plate with 4 hooks + 3 " S " hooks ENITL43BY
links ...). page 29. ——) Leg of lamb spit SEITM625
I Quail spits SEITM640
i O Spit for chitterlings 30801TM645
| e Plate with 4 hooks SEITM623
i /. "S"hook 3080ITM630
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() Gas wall of flames

(Legend Rotisseries * Large series

Finish with enamelled front panels * @ @
Indoor and outdoor use

e 2 colours Red and Black (other colours under request).

e Finishing stainless steel or brass trim.

e Delivered with glass door and spits with claws.

e Capacity per spit : 6 chickens of + 1,2 kg.

¢ Adjustment of the spits dephts allowing the roasting of different sizes of meat.
e One motor per spit.

¢ Halogen lamp 300 watts.

e Electric spark ignition.

e Entirely stainless steel made.

e Option to be mentionned at the order: vertical spit with motorization.
e Pressure regulator set not provided.

e Heating zone : 1012 mm

e Power supply 230 Volts 50Hz single phase.

* Less-value for stainless steel version

ITLR6 + SEITRS
Photos are for guidance onl

¥

MODELS m Recommendations and installation : see pages 30-31
\ o™
Number of spits LxDxHmm kw ] Ref.
4 1440 x 750 x 1120 30 188 ITLR4
6 1440 x 750 x 1570 45 282 ITLR6
8 1440 x 750 x 2020 60 376 ITLR8
OPTIONS
M— Designation Ref.
; ¥ REMOVABLE FLAT TOP ITLEL
4 CASTORS ALONE - @ 125 mm height 165 mm (2 with brakes) SEITRS
ﬁ@ UNSPITTING TRAY ON RUNNERS - for underframe all heights ITPLLBD
1 ¥ SPACE FOR GAS CYLINDERS - for underframe height 750 mm ITPLLSB
— UNDERFRAME ON CASTORS LxDxHmm Ref.
¥ Height 400 mm 1333 x 755 x 400 ITPLR240
Height 750 mm with an unspitting drawer + 1 tray 1333 x825x 750 ITPLR275T
ACCESSORIES
(see dze;z_aizlz)pages Designation Useful length mm Ref.
Intermediary drip tray SEITL180
gy Simple spit with claws 1040 ENITRBL
—d— Sword spit 1040 ITRBPL
For installations -5 1 Spit for roast 960 ITRBHL
with propane gas, - Universal basket spit 960 ITRBUL
we advise youto | ————— Spit for suckling pigs @ 200 960 ITRBCOL
a(dd the spareparts =Y Spit for potatoes 960 ITRBOL
nnexion - T o
0 e 2. | Vet it o sndtrzton Sy e
e Leg of lamb spit SEITM625
’j — Quail spits SEITM640
3 Spit for chitterlings 3080ITM645
oy Plate with 4 hooks SEITM623
" S " hook 3080ITM630
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WALL OF FLAMES

() Gas wall of flames

(US Legend Rotisseries

Finish with enamelled front panels * @ @
Indoor and outdoor use

e 2 colours Red and Black (other colours under request).

e Finishing stainless steel or brass trim.

o Delivered with glass door and spits with claws.

o Capacity per spit : 6 chickens of + 1,2 kg.

o Adjustment of the spits dephts allowing the roasting of different sizes of meat.
e One motor per spit.

¢ Halogen lamp 300 watts.

o Electric spark ignition.

e Entirely stainless steel made.

¢ Option to be mentionned at the order: vertical spit with motorization.
e Pressure regulator set not provided.

e Heating zone : 1012 mm

® Power supply 230 Volts 50Hz single phase.

ITLUFR4 + ITPLUR390T
Photos are for guidance only
door , . .
MODELS Gim?:ded Recommendations and installation : see pages 30-31
Number of spits LxDxHmm Ref.
4 1580 x 750 x 1120 30 216  ITLUFR4
6 1580 x 750 x 1570 45 324 ITLUFR6
8 1580 x 750 x 2020 60 432 ITLUFR8
OPTIONS
REMOVABLE FLAT TOP ITLEUL
4 CASTORS ALONE - @ 125 mm height 165 mm (2 with brakes) SEITRSX
- UNDERFRAME ON CASTORS LxDxHmm Ref.
Height 400 mm 1550 x 755 x 400 ITPLUR240
ITPLUR275T) | Height 750 mm with an unspitting drawer + 1 tray 1550 x 825 x 750 ITPLUR275T

o STAINLESS STEEL CABINET WITH 2 DOORS ON CASTORS LxDxHmm Ref.
Height 750 mm with an unspitting drawer + 1 tray 1550 x 885 x 750 ITPLUR375T
( TPLUR390T) Height 900 mm* with an unspitting drawer + 1 tray 1550 x 885 x 900 ITPLUR390T

* cabinet can house gas supply cylinders

ACCESSORIES
(see dze;:iiZISB)pages Designation Useful length mm Ref.
Intermediary drip tray SEITLU180
= e, Simple spit with claws 1040 ENITRBLU
For installations e Sword spit 1040 ITRBPLU
with propane gas, e Spit for roast 960 ITRBHLU
we advise you to e Universal basket spit 960 ITRBULU
add the spareparts — Spit for suckling pigs @ 200 960 ITRBCOLU
(gas connexions, il Spit for potatoes 960 ITRBQLU

links ..}, page 29. \ Vertical spit with 6 hooks and motorization + 3 leg of lamb 0 11 2on
spits + 3 quail spits + 1 plate with 4 hooks + 3" S " hooks

— Leg of lamb spit SEITM625
O Quail spits SEITM640
s Spit for chitterlings 30801TM645

L, Plate with 4 hooks SEITM623
0" "S"hook 30801TM630
aml —- Support to unspit ITAPB
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RADIANT GAS

. Radiant gas R

(Vertical Rotisseries Comfort

Finish in full stainless steel
Indoor and outdoor use

Ideal for trucks and trailor and outdoor work

e Delivered with spits with claws + stainless steel rear panel to close the back.

e Capacity per spit : from 6 to 7 chickens of £ 1,2 kg.

¢ Adjustment of the spits dephts allowing the roasting of different sizes of meat.
e One motor per spit.

e Electric spark ignition.

e Entirely stainless steel made.

e Pressure regulator set not provided.

e Heating zone : 1015 mm.

e Regulation of the power with the 2 positions of the gas valve nop.

MODELS Recommendations and installation : see pages 30-31
ROTISSERIE ROTISSERIE
230 VOLTS 12 VOLTS GLASS DOOR
Number of spits LxDxHmm kW kg ‘ Ref. ‘ Ref. ‘ Ref.
4 1484 x 617 x 1035 28,7 91 ITX41A ITX41C ITRA42
5 1484 x 617 x 1235 358 104 ITX51A ITX51C ITRA52
6 1484 x 617 x 1435 430 117 ITX61A ITX61C ITRA62
7 1484 x 617 x 1635 50,2 130 ITX71A ITX71C ITRA72
8 1484 x 617 x 1835 57,3 143 ITX81A ITX81C ITRA82
Designation Ref.
; " ITPXLBDJ| REMIOVABLE FLAT TOP ITREL
4 CASTORS ALONE - @ 125 mm height 155 mm (2 with brakes) SEITRR
UNSPITTING TRAY ON RUNNERS ITPXLBD
j HALOGEN LIGHT - 300 watts, on top front SEITL250
T ¢ ™5 SPACE FOR GAS CYLINDER - For stand H 750 * and 900 * mm only ITPXLSB
STAND ON CASTORS LxDxHmm Ref.
Height 300 mm 1390 x 630 x 300 ITPXL130
Height 500 mm 1390 x 630 x 500 ITPXL150
Height 750 mm * 1390 x 630 x 750 ITPXL175
Height 900 mm * 1390 x 630 x 900 ITPXL190
UNDERFRAME ON CASTORS LxDxHmm Ref.
Height 300 mm 1390 x 630 x 300 ITPXL230
Height 500 mm 1390 x 630 x 500 ITPXL250
Height 750 mm * 1390 x 630 x 750 ITPXL275
Height 900 mm * 1390 x 630 x 900 ITPXL290
* cabinet can house gas supply cylinders
ENAMELLING
For ITX 4 spits
Front enamelled panel o0 For ITX 5 spits
on stainless steel sheet For ITX 6 spits
for ITX Comfort large series For ITX 7 spits
For ITX 8 spits
(see details page 22) Designation Useful length mm Ref.
. ‘ Intermediary drip tray 1040 SEITX132
F'Ok: installations . Simple spit with claws 1040 ENITRBGM
with propane gas, ——— Sword spit 1040 ITRBPR
we advise you to add = -
the spareparts (gas = 4 Spit for roast 1025 ITRBHRL
connexions, links ...), e Universal basket spit 1025 ITRBUR
page 29. —— Spit for suckling pigs @ 200 1025 ITRBCOR
kil Spit for potatoes 1025 ITRBOXL
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7 Electric 400 V

(Vertical Electric rotisseries

Finish with enamelled front panels * @ @
For indoor or shield space use

e 2 colours Red and Black (other colours under request).

e Finishing stainless steel or brass trim.

 Delivered with spits with claws, glass doors, drip tray + front tap + timer.

o Capacity per spit : 6 chickens of + 1,2 kg.

¢ Adjustment of the spits dephts allowing the roasting of different sizes of meat.
One motor per spit.

* Halogen lamp 300 watts.

e Entirely stainless steel made.

o Stainless steel rear panel easily dismantled for an easy cleaning.

e Triple phase 400 Volts 50 Hz.

* Less-value for stainless steel version

ITESB6 + ITPEB272

MODELS Recommendations and installation : see pages 30-31
Number of spits LxDxHmm kW ] Ref.
4 1360 X 650 x 1069 13,2 158 ITESB4
6 1360 X 650 x 1475 19,8 183 ITESB6
8 1360 x 650 x 1861 26,4 208 ITESBS
OPTIONS

4 CASTORS ALONE Ref.
@ 125 mm height 165 mm (2 with brakes) SEITRS

ITPEB250)

|

UNDERFRAME IN STAINLESS STEEL ON CASTORS LxDxHmm Ref.
. Height 500 mm 1359 x 650 x 500 ITPEB250
Height 720 mm with an unspitting drawer + 1 tray 1359 x 720 x 720 ITPEB272T
7PEB2007 | Height 900 mm with an unspitting drawer + 1 tray 1359 x 720 x 900 ITPEB290T
ACCESSORIES

(see dze;e_agsmpages Designation Useful length mm Ref.
Intermediary drip tray 1040 SEITESB140
~ b, Simple spit with claws 1040 ENITRBE
—— Sword spit 1040 ITRBPE
e ¢ Spit for roast 960 ITRBHE
i Universal basket spit 960 ITRBUE
e Spit for suckling pigs @ 190 960 ITRBCOE
Y Spit for potatoes 960 ITRBQE
\ Ve_rtical spit \.Nith.6 hooks and lpotorization + 3 leg of lamb ENITL44BV
" spits + 3 quail spits + 1 plate with 4 hooks + 3" S " hooks
—— Leg of lamb spit SEITM625
S Quail spits SEITM640
) Spit for chitterlings 3080ITM645
- Plate with 4 hooks SEITM623
ot s hook 3080ITM630
i —- Support to unspit ITAPB
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7 Electric 400 V

(Electric rotisseries with shower

Finish with enamelled front panels * @ @
For indoor or shield space use

e 2 colours Red and Black (other colours under request).

e Finishing stainless steel or brass trim.

e Delivered with spits with claws, glass doors, drip tray + front tap + timer.

e Capacity per spit : 6 chickens of + 1,2 kg.

e One motor per spit.

¢ No individual adjustment of the spits for the waterproofing of the equipment.
2 top spit holders moved away from the heating element for the roasting of big
chickens or Poultry.

¢ Halogen lamp 300 watts.

e Entirely stainless steel made.

e Stainless steel back panel.

e Safe cleaning system with shower.

e Indicator of ideal temperature for cleaning.

e Triphase 400 V.

* Less-value for stainless steel version

MODELS Recommendations and installation : see pages 30-31
Number of spits LxDxHmm kW kg Ref.
6 1450 x 650 x 1529 19,8 193 ITEDB6
8 1450 x 650 x 1915 26,4 218 ITEDB8
OPTIONS
4 CASTORS ALONE Ref.
@ 125 mm height 165 mm (2 with brakes) SEITRS
UNDERFRAME IN STAINLESS STEEL ON CASTORS LxDxHmm :
Height 500 mm 1453 x 650 x 500 ITPEDB250
ACCESSORIES
Intermediary drip tray 1040 SEITESB140
=" e Simple spit with claws 1040 ENITRBE
—m—_ Sword spit 1040 ITRBPE
R= i =4 Spit for roast 960 ITRBHE
- — Universal basket spit 960 ITRBUE
—— Spit for suckling pigs @ 190 960 ITRBCOE
=Y Spit for potatoes 960 ITRBQE
- Support to unspit ITAPB
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7 Electric 400 V -

S ecia_al hoc_>d fo_r vertical
electric rotisseries

With active coal filters

¢ Hood for exhaust of greasy smoke for
vertical electric rotisseries only.

® 100% Stainless Steel body.

e Filters in galvanized frame.

e Grease tray.

e 230 Volts 50Hz Electric power supply.

e Filters removable from the front side of the

The filtration system has an easy front access

hood and hiden by a removable decorative and hiden by a front decorative pane|_
panel.
e Economical : no exhaust chimney. i )
« Hood hiden behind an enamelled decorative This hood does not need a chimney to evacuate
I matchi ith the rotisseri lour : e .
i e e g OO the smoke, you have the possibility to instal

To avoid condensation and over heating of the room, your rotisserie inside your ShOp.

provide mechanical ventilation

ITESB6 + ITAHESN

MODELS FOR VERTICAL ELECTRIC ROTISSERIES ONLY

For electric rotisserie

For electric rotisserie .
with shower

Designation TOTAL HEIGHT OF THE HOOD Ref. Ref.
Stainless steel

hood +415mm ITAHES ITAHED
‘ Enamelled hood +415mm ITAHESN ITAHEDN

HEIGHT, CONSULT US
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7 Electric 400 V

Special hood with
vacuum fan

Active coal filter hiden in a
removable stainless steel box with
a vacuum fan on the top T

Galvanized filters for
grease on runners for
an easy removal and
easy cleaning

Drip grease tray on runners for an easy
remove and easy cleaning

Removable
griddle

ITESB6 + ITPEB272

+ ITAHES
Photos are for guidance only

-106 -



INE—— LEgEﬁd b Bas ratisserics, “woll of lames”
v Series: rarrew and wice
INOTECH == ap ¥ Finishing: stair less stez., bress or eramelled colors

N by SOFINOR

Evga-cmmd bonbizl cara o sa v CECED 2o gad fcanee’ 1 =2l
B 17 B I - { T AR 1 WA E TR 1) R SR ot et e T I Rt i L R o 1 |

bl P Rl bl el o S-S Tkl T, Rl bl of b [ Skt bl R Bl 1% ltd LRV 1oy | e bt
ol s ssanlsrba i ki dise

UL BT IR TR T TR TR bt S VIR LU B, |6 il ¥ L

SedUCtion . cs: miissies, will gt iames
INOTECH b SETEL: P NPYOW LR R

. by SOFINOR

b Firoishing siq miess gied | argse or cagreg [gd
H i m.l
o St of v oAl Cookir g
LS b 6 bl ey Tl " T bk I o (R Rt Bl T B L O
Ie -1 LR ey sempag g o slle ™z il dsnzd slers ag.
L R ) PRI PO R IFIICT RS o0 Nl (o] SO B ] ¥ [of [P0 1 Bt LRt ay | R |
oo e bt s rncusky W el s Ihe o ache
ST UL i EEE T

s bl S L AR D o i o i L T Rl B Y B

lea-oar=p ol Carg g p=sd Toars ey
rprEsi=n b el es s A=l el 1
frrbzetrrvdro BTz AT IZTIOTS
tespdu. F 75t =d ks

b Locge cnaioe of cocagrncet g msiag —= Nosa! e than O oad e | —

“p CEPRENE |- S
m E e i ———=

([h PR N RSt AU L LN AR

-107 -



e Lcgend - Seduction s—-———

Ezch ~atisze-ie in this ~ange has the be1efit
af the same innevations anc 12=ted techiology

Pamzaqzimmze el
(PR TR P R R

Sttt e A e el gz " Feleeen i
ol [0 o ot el o I Y o ___I_‘“”__,_ B
= ri=aeres i Rl RIFEILEH

lat auz apl Sl SILY adclda

g 1 T s R 2
relrpsaalzt = =il
Sid g ol 2 LG

=rj. il r =
il‘ll-.'.l-ll:.:-l-'IF::h..& Glrnser s T p
caeler rAadrinesd

:.:'1I.I:|I.I'.| |.I'l1
pochethod surrers
ELE R L R |

alarr A o He
wopdrprzles. viEaas
azccirasny ke zicrs

Ierirrrer==larr
[ IR R FER R R TR
Jra Uk i i
Urirlerreicria
Iz ir11a enha=
S0 ShLwion e 1da

Hzlrrn] emppee
Moty o1 sl 18,
virz=l

-108 -



EEEE— LEgE"d b Dime s ion s poed weeig it

[ R TS T Y B PR T .

PR L . et _.._ - — -

I = " L]

.

H I . ) A

r ]

|'J I

I-: !

+ ! e

[ ]

'

h -

I ¢
a- .

At [ L;'.'E. e sl o e ) TN O N L N .. ST P
iF < (i hkr ir T » T m-? Sl w LY b e '
a1 FhEdk-r - =L == ik M= L B N | b= s 4 - =11
o2l | Tdeh an L] I L e HL a M kordr - 4 2 2
T-EL |~d:hcknm 5 Ik i HY- o ma o Ed e [ E Ll 3l

P Seduction « ovwersas nd weg i

Pl v s Frige spries
i °z = L3
ey - . =i
hig . Il | =
i i = .

v
e |
=
=T

-109 -



Spanska Ved-Rotisserier

Artikelnummer: A7/42

Bredd 145 cm
Djup 61 cm
Ho6jd 211 cm
Vikt 425 kg

7 spett

Artikelnummer: B1/3
Bredd 100 cm

Djup 62,5 cm

Hojd 100 cm

Vikt 100 kg

1 spett

ASADORES A LENA « WOOD-FIRED ROASTERS

Dimensiones (mm)
Measurements (mm)

Espadas
MOD. Spits

A1/5

A2/10
A3/15
A4/20
Ab5/25

A6/30
A7/35
A5/30
A6/36
A7/42

NOOITNO OO WN =

Recambios y accesorios en las pag. 36 y 37 v
Spare parts and accessories in page 36 and 37 - \

Pollos
Chickens

A

1.350
1.350
1.350
1.350
1.350

1.350
1.350
1.450
1.450
1.450

B

610
610
610
610
610

610
610
610
610
610

C

1.030
1.210
1.390
1.570
1.750

1.930
2.110
1.750
1.930
2110
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Peso
Weight

kg

215
230
240

B
310 | A,
390

405
330 C
410
425

AN



Rotisserie Le Capn

Eft franskt masterverk.

Le Cap tillverkar det perfekta ritisseriet. Fiirdigt att anviindas i den ppna spisen,
terassen eller ute i triidgirden. Spetten — du kan ha tvi samtidigt — drivs av en
urverksmekanism. Verket Gr tillverkat i gjutjirn, mdssing och brons och helt sam-
mansatt for hand. Varje verk testas i 160 grader och iir gjort for att hilla i genera-
tioner.

Rétisserie — den enkla, dirliga kokkonsten.

Att steka pa spett framfor levande eld anses av méinga vara det fornimsta siitter att
tillaga kort, figel och fisk. Fi saker kan egentligen vara enklare. Tiind en eld, lit den
forsta brasan brinna ner till glod. Ligg pd mer ved och lit din stek, figel eller fisk
sakta borja rotera framjfor elden. Forloppet kontrolleras med en digital-termometer.
Niir réitt gradtal dr uppndts, fir det rotisserade “vila sig” i ca 20 minuter. Voila ! Ex
bon appétit !

La Cap - biittre finns inte.

Verket iir utseendemiissigt en exakt kopia av ett 1800-talsverk men tekniskt forbiit-
trat. Det kriver ingen el och kan diirfor anviinda pa vilken plats som helst. Mekan-
ismen dras upp for hand. En klocka klingar néir det ir dags for en ny uppdragning
efter ca 50 minuter. Spetten flyttas liitt nirmare eller lingre ifrin elden med bara ett
enkelt handgrepp.




Urverksdrivna rotisserier

ROTISSERIE MED DROPPFAT

ELDKORG

€

DROPPFAT
















Italienska rotisserier & grillar
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~ 4-spifs rofisserie, and other

Il modello Tuscany consiste
in un'unitd griglia a se stante
completa di base e cappa,
alimentata a fuoco dilegna.
Disponibile in varie versioni con

Model Tuscany consists in a
wood fueled stand-alone BBQ
unit. Available in three widths:
120, 180, 230 cm, with 2, 3,
and 4 modular grills. Painted
metal sheet with custom
color or stainless/steel finished.

[t
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| Prefabricated Fireplaces
- are ready-to-use units

o set at work our
od-fired Rotisseries.
its are available in

arious sizes, with

side grills, and other

features




I nostri Camini Prefabbricati sono costruiti per installare uno tra i nostri Girarrosti a Legna
(A22, A24, A26, A28, efc.) sono provvisti di vano per legna, sportello laterale per
immissione legna, cassette raccogli-cenere, cappa con aspirazione neutra. | mod. M1 ed
M2 offrono la possibilita di una o due gniglie regolabili in altezza e posizionate di lato al
girarrosto. Tufti i modelli sono costruiti in lamiera di ferro {oppure in acciaio Inox) pannellata
e coibentata che viene vemiciata a fomo con colon a richiesta.

Qur stand-alone prefabricaled fireplaces are designed to set at wark one from our Rotisseries
{mod. A22, A24, A26, A28, elc.). Units are made in quality folded metal (or Stainless Stesl) sheet
painted in custom colors, and feature one or two grills (height adjustable by front levers), collecting
ash drawers, base cabinel, side window to load wood, fully insulated by interspaced sheet

and refractory bricks layers. Some other additional features are available on request.

Modello M1

Camino prefabbricato in lamiera ferro verniciata per installare uno dei nostri Girarrosti
Flanetari (modello A22, A24, A26, etc.). Comprende una griglia (45x55 cm) a lato del
girarrosto con braciere e cassetta raccogli-cenere, focolare, sportello immissione
legna. Misure ingombro: Cm 230x125x290H (girarrosto A26). Su richiesta: Colore
o in Acciaio Inox, Cristalli termici anteriori.

Wood-burning ready made fireplace to set at work one from our Rotisseries (model

AZ2, AZ4, AZ26, etc.). It features thick insulation, painted metal sheet finished
(custom color) or Stainless Steel, one Grill of cm 45x55 with pan and collecting ash
drawer, side window to load wood. Overalls W230xD125xH290 Cm (rotisserie A26).
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Bayerska rotisserier for hela djur

GRILLMOBIL SAFARI 1
GAS  Artnr: 1-013-01-01

Antal spatt: 1|7
Antal brannare: gas 6 st/ el 12 st
Vikt: 650 kg

Hojd 180,0

A
\

Bredd 317,0

GRILLMOBIL SAFARI 2
GAS  Artnr: 1-013-01-02

Antal spatt: 1| 8 st
Antal brannare: gas 6 st/ el 12 st
Vikt: 700 kg

H6jd 200,0

Y Bredd 357,0

A
Y

OX-ROTISSERIE OKTOBERFEST
GAS  Artnr: 1-013-02-01

Antal spatt: 1 st
Antal brannare: gas 8+4, el -
Vikt: 1500 kg

Héjd 270,0

A
Y

Bredd 388,0

OX-GRILL ECOLINE GAS
GAS  Art.nr: 1-013-03-01

Antal spatt: 2 st
Antal brannare: gas 8 st/ el -
Vikt: 550 kg

Hojd 150,0

A
Y

Bredd 279,0
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Bayerska rotisserier for hel gris

BARBIQUE GRILL OCH ROTISSERIE KOMBI

GAS  Art.nr: 1-011-01-01
EL Art.nr: 1-011-01-02

Antal spatt: 1 st
Antal brannare: gas 3 st, el 6 st
Vikt: 43,5 kg

A
5
Y < .
Bredd 125,4
HUVERTUS SOLO

GAS  Art.nr: 1-012-02-01
EL Art.nr: 1-012-02-02

Antal brannare: gas 8+4, el - 7777

A

Hojd 150,0

-
<

Y

Bredd 279

Hojd 30 cm

Hajd 99

VARI SPIT 1 UTAN HJUL
GAS  Art.nr: 1-050-03-03

Antal spatt: 1 | 2 st
Antal brénnare: gas 3 st, el 6 st
Vikt: 127 kg

Bredd 166,3

VARI SPIT 2 UTAN HJUL
GAS  Art.nr: 1-050-03-04

Antal spatt: 1 st ???
Antal brannare: gas 8+4, el - 777?
Vikt: 100 kg

A
Y

Bredd 160,3
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